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Marker 10.13.  Benjamin COOK.   

TO DO:  Raise, level, reset, and 

repair. 

COMPLETED:  Raised base 4” 

above grade, leveled on bed of 

3/4” minus gravel, reset stone in 

lime mortar within base slot, and 

repaired break with Akepox 

epoxy.   
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Marker 09.23.  HANNA.   

TO DO:  Relevel, currently at 12 

degrees. 

COMPLETED:  Lifted, leveled on 

bed of 3/4” minus gravel, and 

packed in. 



 

HPNW 8/29/2018 Marker Repairs Sept. 2017, Brookside Cemetery, Dayton, Oregon Page 3 

Marker 08.25.  J JACOBS.   

TO DO:  Relevel, currently at 25 

degrees. 

COMPLETED:  Uncovered origi-

nal slotted base in front of stone, 

determined stone bottom edge 

too uneven to reinsert in slot, 

stood stone upright at front of 

base on bed of 3/4” minus grav-

el, and packed in.   
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Marker 08.19.  Ralph JACOBS.   

TO DO:  Level and reset. 

COMPLETED:  Leveled base on 

bed of 3/4” minus gravel, reset 

plinth in lime mortar, and reset 

stone in Akepox epoxy.   
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Marker 08.09.  Frank HILL.   

TO DO:  Repair three breaks, 

two of which are old glue breaks. 

COMPLETED:  Leveled base on 

bed of 3/4” minus gravel and re-

paired two breaks with Akepox 

epoxy.   
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Marker 07.24.  Jacob SMITH.   

TO DO:  Relevel, currently at 67 

degrees. 

COMPLETED:  Leveled on bed 

of 3/4” minus gravel and packed 

in. 
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Marker 07.25.  Mary SMITH. 

TO DO:  Relevel, currently at 25 

degrees. 

COMPLETED:  Leveled on bed 

of 3/4” minus gravel and packed 

in. 
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Marker 06.28.  Martin GIBBS.   

TO DO:  Relevel and repair.  

One old glue break. 

COMPLETED:  Found stone 

base attached to curb and could 

not break free to level base.  

Placed headstone upright behind 

base to protect from lawn mow-

ers and packed in. 
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Marker 04.14.  John MOAR.   

TO DO:  Level and repair one old 

break. 

COMPLETED:  Leveled on bed 

of 3/4” minus gravel, packed in, 

and repaired break with Akepox 

epoxy.   
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Marker 04.16.  Riley SMITH.   

TO DO:  Relevel and repair one 

fresh break. 

COMPLETED:  Found sand-

stone base bedded vertically 

with a large spall off the north 

end of the base.  Left spall firmly 

in place and leveled remaining 

base on bed of 3/4” minus grav-

el.  Repaired fresh break with 

Akepox epoxy.   
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Marker 01.19.  Belle WARNER.   

TO DO:  Repair three breaks. 

COMPLETED:  Repaired three 

breaks with Akepox epoxy.   
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Marker 01.21.  Hannah COOVERT.   

TO DO:  Reset 

COMPLETED:  Reset stone in 

Akepox epoxy.   
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Marker 05.17.  Sarah SMITH.   

TO DO:  Relevel, currently at 17 

degrees. 

COMPLETED:  Leveled on bed 

of 3/4” minus gravel and packed 

in. 
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Marker 14.01.  Emanuel BITTNER.   

TO DO:  Level and repair one old 

glue break. 

COMPLETED:  Raised base 4” 

above grade, leveled on bed of 

3/4” minus gravel, and repaired 

break with Akepox epoxy.   
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Marker 14.13.  Richard MORGAREDGE.   

TO DO:  Relevel, currently at 20 

degrees. 

COMPLETED:  Leveled on bed 

of 3/4” minus gravel and packed 

in. 
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Marker 16.23.  J FLINT.   

TO DO:  Relevel and repair one 

old glue break. 

COMPLETED:  Found marker 

bottom was embedded in con-

crete, so left concrete attached 

and leveled on bed of 3/4” minus 

gravel.  Repaired break with 

Akepox epoxy.   
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Marker 20.01.  Verna LOWE.   

TO DO:  Level base and reset 

stone. 

COMPLETED:  Found marble 

footstone while leveling base 

and placed footstone next to 

base.  Leveled on bed of 3/4” mi-

nus gravel, packed in, and reset 

stone in lime mortar. 
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Marker 23.02.  John MAUTS.   

TO DO:  Reset 

COMPLETED:  Reset stone in 

Akepox epoxy.   
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Marker 22.02.  Clyde FLETCHER.   

TO DO:  Relevel, currently at 14 

degrees. 

COMPLETED:  Leveled on bed 

of 3/4” minus gravel and packed 

in.  


